
Technical sheet SoundTrap

Acoustic Lab's SoundTrap sound-
absorbing ceiling panels arise from the
need to reduce reverberation to control
annoying noises in all those places, both
small and large, where many people meet
and where numerous sounds converge,
whose control becomes necessary
through the use of large sound-absorbing
ceiling surfaces.
SoundTrap acoustic false ceiling tiles
are suitable for installation in open-space
work areas, in coworking spaces, in
recreational environments, such as gyms
or swimming pools, in school facilities as
well as in public places and restaurants.

SoundTrap sound-absorbing ceiling
panels are made of heat-bound, recycled
and recyclable polyester fiber and ensure
very high acoustic performance (class A).
The heat-bound polyester fiber is a
fireproof material, resistant in
environments with a lot of humidity such
as saunas and swimming pools.
SoundTrap ceiling tiles fit most load-
bearing structures (T24). Edges and
corners are made with mechanical
cutting.
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Colors
SoundTrap panels are available in ghost white, grey and black.

Ghost white Grey Black

Format and standard sizes
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Acoustic performance
Sound absorption in class “A” according to the 
reference standards: 
- UNI EN ISO 354:2003 Acoustics - Measurement 

of sound absorption in the reverberation room.
- UNI EN ISO 11654:1998 Acoustics - Acoustic 
absorbers for construction - Evaluation of sound 
absorption.

Internal needled certification
Needle punched made of 100% polyester fiber (PET), density of 45 kg / m3, black, white or gray color.
Multidensity thermolysis treatment. Not dangerous substance according to the D.M. 02/12/93.
General characteristics: water-repellent, non-rotting, odorless, resistant to chemical agents (acids, salts,
hydrocarbons), bacteria and microorganisms, does not disperse fibers.
Abrasion resistance: 100,000 Martindale cycles (± 20%) UNI EN ISO 12947: 2000.
Flammmability: Bs2-d0 according to UNI EN 13501-1: 2009.
It does not emit opaque or toxic fumes (ANFOR F1 16-101).
Light fastness: UNI EN ISO 105 B02 5 ± 1 (Xenotest).
Reaction to fire: Class 1 - Euroclass Bs1-d0 according to UNI EN 13501-1:2009.
Sound absorption: highly sound absorbing material.

Modular false ceiling tiles suitable for T24 structures of 590 x 590 mm; 595 x 595 mm; 600 x 600 mm. Other
standard dimensions available: 700 x 700 mm; 800 x 800 mm; 300 x 1200 mm; 400 x 1200 mm; 600 x 1200 mm.
Thickness 40 mm (tolerance +/- 2 mm).
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